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T:IV; ehcf::.' %703%3?1'29122 satisfaction of the Owner, and in accordance with the best recognized trade be governed by CSl's SPECTEXT Section 02730 as appropriate. , \\\/;/\\\/;/\ 07 Ji ks Fen o
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3. This property is shown on Jackson County Tax Maps as being located in 3 Devigtions from these pl ithout the bri t of the 0 hi pipe as required under Section 2.3.12 of the J.C.W.S.A. Standard 5}\///%/ /\\///\< 247 X 247 X 4" THICK NTARY SEER O KPPROUED EQURL 2
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4. Project Zoning: Ll 4, The drawings and specifications are intended to cover a complete project ready 1. All Construction shall conform to the current Americans With Disabilities Act ’\\//\}///\\, | CAST IRON VALVE BOX >\\//\ RO = AINSHED GRAOE { by, 1
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therein. . N
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5. Water senice to be provded by Jackson County water system. ~ Sewoge " Controdtar converence. e may bo otha s not shown on these plons e i ol o St oo, || st o e s Lo g : ; B 4
disposal to be provided by Jackson County sewer system. such as electric, telephone and gas lines. The Engineer assumes no responsibility for State of Georgia, Standard Specifications”, most recent edition, Section 400, PROVIDE CLEARANCE FOR NN oA TRUSE BLOGK 3 DLP. WAFER LN 3 FLAT SIONE 0% CONGRET: e e g
the locations shown or for the utilities not shown. It shall be the Contractor’s 412, 413, and other sections referred to therein. BOLT REMOVAL \///\///\\‘é UNDISTURBED, EARTH prravi i FauAL hroov— Y ——
6. Preliminory Plat for Jefferson Distribution Center was opproved on 8/ 21 / 07. oL s1e . . ers . evps . e A //\\’\ 18" s RrE A ’ L B THORUCHLY COMPACTED.BFORE. BEGNAING ANOTHER. LAYER " WDT AND. DEPTH DIRECTED. BEFORE PR 15 L, THE SUBGRADE. SHALL
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7. BOUndGry information taken from ”ALTA/ACSM Land Title Survey for Project . . . aeys . pians. a e:na S, equipment, methods O construction an .VIO anship sha 2 ' 5. NO BOULDERS OR LOOSE ROCKS PERMITTED IN THE BACKFILL FROM BOTTOM
. . 4 of the Contractor. The Contractor is advised to notify the Utilities Protection Center conform to “Department of Transportation, State of Georgia, Standard PNDISTURBED EARTH SOUPACTION, STANDARDS, AL BACKTILL WAIERILS Vor0 uiiL Soumal 4 OF PP TRENCH T0 20" ABOVE PP,
Carrier”, prepared by Valentino & Associates, Inc. (VAI), dated 5/21/13. at 811 prior to doing any excavation. ! Specifcations”, most recent. editon, Section 441 and ather sections referred to " S RSB IE REE L et srn s s wo e s
Topographic information taken from "Topographic Survey for Project Carrier”, therein. NOTES B, OVEREXCRATION GOCURS OUE 10 ROOK AND/OR UNGUTAGLE WATERAL
. . . " . . . 3. COMPACTION TESTS: COMPACTION TESTS SHALL BE REQUIRED IN EXISTI R Py
Erepored by VAI, dated 5/29/13. Rock surface |s" based on data contained in 8. Contractor shall coordinate location and installation of all underground 4. The Contractor is responsible for the backfiling of curb. The Contractor is 1. MAINTAIN CLEARANCE SUCH THAT VALVE BOX BASE SANITARY SEWER , ?ié’?ﬁfi&?iﬁgﬁaﬁﬁg”ééﬁ%SDTXESAﬁ”&T‘E’éCEfsgIéSTg'é?B%fNE%"%%S%” BENO ENCOUNTERED. USE CLASS 6" GEDDIG FOR PPES SUBMECTED 10
Report of Subsurface Exploration, Project Carrier’, prepared by S&ME, dated utilities and appurtenances to minimize disturbing curbing, paving, and compacted responsible for bringing all landscaped areas to within 0.2 feet of the proposed DOES NOT BEAR DIRECLY ON VALVE BONNET. SEPARATION AT CROSSINGS. woes: THE G W 4 MIMU GF ONE 1E5T ON EACH 108 AN A WAHUM oF
5/23/13. subgrade. Al underground utilities, including those installed by others finished grade. The upper 4 inches of soil in landscaped areas is to be topsoil. 2. PROVIDE CONCRETE VALVE MARKER AT ALL VALVES NOT NOTES: . RESTRAN ALL PIPE & FITINGS SHOWN THIS SHEET. R I R T N S
(electrical conduit, gas, telephone, and any other miscellaneous) shall be in— The topsoll s to be a natural surface loam which Is fertile, friable, and IN PAVEMENT.
8 A . . . pp s . . s s Y reasonable free of subsoil, clay lumps, brush, weeds, and roots. The soil is to 1. WHERE MINIMUM CLEARANCES CANNOT BE MAINTAINED,
. portion of this property lies within a Zone A Flood Hazard Area, according place prior to the placement of base course material if possible. be free of trash, rubbish, construction debris, stumps, stones, or rocks greater ALTERNATE PROCEDURES ARE REQUIRED. REF. AUTHORITY
- iq — . ’, T . Y - . STANDARDS
:31 t5h7€C F(')?ggc'nsaurtandceo Rc'te7 M2°810 Jackson County, Georgia Panel No. 9 If the Contractor. n th ¢ work. find g bet the ol than two inches in any dimension, or any other deleterious material.
, dated Dec. 7, . . e Contractor, in the course of work, finds any discrepancy between the plans JCWSA STANDARD DETAIL C-7 CWSA STANDARD DETAIL C-9 -
and the physical conditions of the locality, or any errors or omissions in the 5. Al concrete shall be 3,500 psi at 28 days, with a maximum slump of 2", unless ACKSON COUNTY JCWSA STANDARD DETAIL C-3 J JCWSA STANDARD DETAIL C-12
9. All buffers and tree save areas shall be clearly identified by fencing prior to plans or the layout as given by the Engineer, it shall be his duty to immediately noted otherwise. BURIED GATE VALVE V’VATER & SEWERAGE AUTHORITY WATER & SEWER CLEARANCE JACKSON COUNTY TYPICAL FIRE HYDRANT ASSEMBLY Vj\/ﬁgléssgv)vﬁ A(C;SULTJ}-@LX/ PIPE BEDDING DETAILS JACKSON COUNTY
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10. This property is on a paved road. risk. 7 An . . . . -
. y other work associated with paving and curb construction which is not
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been completed. )
12. This property is in a wetland area. Streams and wetlands shown hereon are I ) . . . 8. It;‘o:\ec?'gltr:dpgwye owner, asphaltic caulking shall be provided at joints in
per the "Report of Jurisdictional Waters Assessment, Project Carrier”, ) N C%ntractott;hgllsﬂ'%wde -sdhle.etm3 andl i!w”"g or all trench construction in
prepared by S&ME, dated 5/16/13, as shown on VAl's topographic survey. gccordance with ©.5.M.A. guidelines/requiations.
. . . 12.  Contractor shall maintain access for emergency vehicles around and to all buildings R & SRS TR
13. This property is not in a watershed area. under construction. In times of rain or ml?d, rzods shall be able to carry a fire i WATER DISTRIBU T/ON/ FIRE PROTECTION SYSTEM ( — -
; ; truck by being paved or having a crushed stone base with a minimum width of 20’. 1. Water line construction, materials, and appurtenances where governed by Jackson : SN cwor T IS "
14. This property does not have any bodies of water on the property. County Water and Sewerage Authority (J.C.W..S..A).sholl be in accordance with dll #5's Thus \’ } MEALG O e T AR oo
15. Wetlands/waters shown on this plan are under the jurisdiction of the U.S. GEOTECHNICAL e‘r"'z':;e"e;flct:fons Iutégi g.d.;:e specifications and details of the Authority's / o covg o VASS'(%AJE—\
Army Corps of Engineers. Lot owners may be subject to penalty by law for 1. All construction shall be performed in accordance with the recommendations > : % e
. . S : : X O = AR 1< —3-row
dlstur)bance to these waters without proper authorization (see Note 19 contained in the report prepared by S&ME referenced in General Note No. 7. 2. Trenching, backfilling and compacting shall be performed in accordance with all ( _ i Q %i"{ w/ | XN
below). In event of a conflict between the report recommendations and these plans, applicable portions of Article 4, Site Work and Earthwork, of the "Standard oo R 0 h ) o ot AR
the report shall govern. Specifications for JCWSA Water and Sewer Improvements” 7 DI AN pr— “RATERER ' i how
16. Storm water management provided for this project. Reference "Storm Water W 120, W0 w/ \ VAR ’ ‘ Ié S
Management Repor(tg for Jefp;erson Distributior? Cjenter, Project Carrier”, 2. Soils testing and on—site inspection shall be performed by an independent 3. A Water Pre—construction Meeting is required before any digging can take place. o e £ e e sy g e / o | 1|
repared by TDK Engineers LLC, dated 6/24/13 Geotechnical Engineer selected and paid by the Owner. In the event of Unmetered / unauthorized connections are not allowed in this jurisdiction. Water oL suck TR e e N e T 0 2088 s s g
prep Y 9 ’ ’ conflict between specifications provided by the Engineer and recommendations use is prohibited without the use of a meter or without prior written permission N VALVE BOX (TYP) anom mm %
. . . . . ) . ! . from the Authority. If this provision is violated, the Owner of the offending service ELEVATION . M1z
17. The followmg variances have been approved for this proJect; provided by the Owner's Geotechnical Englneer, the Contractor will adhere shall be immediatel A ; 2
. . . : y assessed a $750 fine per incident per day. > NN .
V—07-J09 — Eliminate the requirement that a development permit be to the most stringent. KR W o 4 S
obtained prior to conducting any land—disturbing activity, and ) 4. The Contractor shall provide proper equipment, tools and facilities required for TYPICAL SECTION RS e
allow clearing, clearing and grubbing and/or grading and utility 3. Contractor shall provide any excavation and material samples necessary to convenient performance of the work. Al pipe, fittings, valves, and hydrants shall be . x/x\{ TRENCH WIDTH //\/\_;
installation permits to be obtained. conduct required soil te'sts. All grrgngements and scheduling for testing carefully lowered into the trench in such a manner as to prevent damage to pipe v oy g A
V—07-J10 — Reduce the minimum parking required for warehouse use to shall be the Contractor's responsbility. materials and to protect coatings and linings. Under no circumstances shall pipe or QousTe o8 T e THRUST BLOCK ‘ . i
one per 3’000. square feet. . . . . . . Slttmgesd bseh c:lrogped or dt:lmf;r)ed nt'nrtlo therk trqrt\ch, gngh p:re otr t:"lttmgsd that are e e s L s /
V—07-J12 — Reduce the minimum landscape strip along right—of—ways to 4, Geotechnical Engineer shall provide copies of test reports to the Contractor, umped snall be removed irom {he work site and shall not be used. (00 L’é?”ﬁés?kﬁﬁf T s, oo o bEARIG . T e crom
ten feet. the Owner and the Owner’'s Representative and shall notify the Owner, his e . . . WEEP HOLES S T elw [wle|« v e e 7 ) O R . —
Representative and the Contractor promptly should work performed by the > .Ds'ts::\f:::c'lo';;"&s::'f::m sa?:e?eME;r;grmed in accordance with AWWA C51, o0 AGGREGATE e A |solso |0 |75 |75 {40 |40 |50 |80 |80 e EF_<,/' { } s —— RSt T %
18. All construction shall be in accordance with the latest versions, including Contractor fail to meet these specifications. 9 ’ B 175175 |75 |30 |10 60|60 |60 |80 |80 o EREAS - - 7 sigre croms ey oo v B VAN WA
amendments, of the following regulations, specifications and standards as 6. Tracer Wire and locator tape is required on all pipelines (both metal and PVC). CxT STONE OR / ¢ |75 |75 {12 |1 |15 {60 |60 |75 |120]120 — i J RN | i
gpgropnate, in order of pr[orlty as.shown below, except as otherwise E A R TH WORK /GR A D /NG Tracer wire shall be electric conductive wire to meet the USA Standard Code for o ONCRETE BLOCK SET LW No. Fo1216 o s cous D |75 |75 12515 | 15 |50 |60 |75 [160 160 ’ / . : i \
indicated on the construction drawings. pressure piping USAS 831.8 Paragraph 842.431(9) and shall be taped to the pipe Wgﬁm R SECTION ! T & = ow
A. City of Jefferson Land Use Management Code 1. Earthwork and grading shall be performed in accordance with the Geotechnical at 4 intervals. Locator tape shall be similar and equal to Lifeguard Type Il with 7 MECHANGAL JONT INCET —
. . i ! i i i i ? i standard imprint—"Caution Water Line Below,” by Lifequard, Inc., and shall be RAal AN AL PIPE SUPPORT, Az
B. Jackson County Water and Sewerage Authority Standard Specifications g;g'ggeirfsngeggzggn;yGt';‘i rg:g{ggz?g;t'g:;inZ;rz't:pgcsilﬁz G?gﬁg%; eietcggn installed 12_')13" above the pipe. Al waterline :ipeI:\ge shall be marked. Tracer 1. JHRUST BLOCKS SHALL B POURED ACANST UNDSTURBED WATERAL WHERE TRENGS WALL S BEEN DTURGED. & T 254 08 E ] / 7 ST
C. Georgia Storm Water Management Manual. otherwise noted. wire test stations shall be located at all blowoffs, and behind all fire hydrants.
D. Jackson County Unified Development Code. Wire shall be a minimum of 12 AWG. After intallation there shall be a minimum of 2 IN THE CASE OF FIRE HYDRANTS, WOOD SHEETING AND COMPACTED ROCK BACKING MAY BE OMITTED WHERE SOLID DIX&EAPE%ER ' DIVENSION | '8 DIMENSION
E. Georgia Department of Transportation Regulations for Driveway and 2. Maximum slope of fill embankment shall be 2 feet horizontal to 1 foot vertical twenty—four inches of slack wire available in the test box or valve box.” (Required PG G g o ’ ) conpacrep
Encroachment Control. . . . . . unless otherwise shown. under Section 2.3.12. JCWSA Standard Specifications, and Section 25-9-7(9) — 3. ON TEES AND BENDS, EXTEND THRUST BLOCK FULL LENGTH. PUT WOOD BLOCKING IN FRONT OF PLUG BEFORE oo o v-g MOTES. S
F. NFPA 24: Standard for the Installation of Private Fire Service Mains and . ) 0 . . Georgia Dig Law). \ RESTRAN ALL FIPE & FTINGS SHOWN THS SHEET. POURING CONGRETE. THRUST BLOCK, > 24 PER ENCR. PER ENGR 1. RESTRAN AL PPE 2 FITINGS SHOW THS ST,
g g ) 2. EXPOSED PIPE AND FITTINGS TD BE FLANGED BUCTILE IRON.
their Appurtenonces. 3. TOPSOII is to be Strleed and StOCkplled in amounts necessary or available on site to 4 BACKFILLL SHALL CONSIST ENTIRELY OF CLEAN SAND AND ROCK FRAGMENTS. ANY MUCK ENCOUNTERED SHALL BE 5 S oo .20 4 LooREAN 0 ST PR 10
G. Georgia Department of Transportation Roadway and Bridge Standard complete final grading of all exposed areas. 7. Building is to be sprinklered. (See Architectural Plans). | FEPUAGED WITH ACCEPTIALE BACFLL s
PI an S. . . . . . PUMP, PIPE TG NEAREST STORMDRAIN W/2° DRAIN PIPE.
. . P 4, Fill material is to be free of brush, rubbish, rocks, logs, and stumps in amounts that .
H. Georgia Department of Transportation Standard Specifications for Road . . ’ ’ ’ ’ 8. Fire hydrants shall be under pressure and operable before any combustible JCWSA STANDARD DETAIL C-10
: : are detrimental to constructing stable fills. ion i . .
and Bridge Construction. o - 9 construction is started. DEAD END FIRE HYDRANT ASSEMBLY JACKSON COU NTY JCWSA STANDARD DETAIL C-13 JACKSON COUNTY JCWSA STANDARD DETAIL C-14 JACKSON COUNTY JCWSA STANDARD DETAIL C-17 JACKSON COUNTY
. Construction Specification Institute's SPECTEXT Specifications. 5. Cut slopes which are to be topsoiled will be scarified to a minimum depth of 3 inches - ; WATER & SEWEBAGE ALTHORITY THRUST BLOCKS THRUST COLLAR DOUBLE CHECK VAULT
. N . s e 4 . u P P u P 9. Hydrants are to be installed so that the large fire department connection faces SCALE: NTS R s e e s R P WATER & SEWERAGE AUTHORITY WATER & SEWERAGE AUTHORITY WATER & SEWERAGE AUTHORITY
J. American Institute of Architects’ MASTERSPEC Specifications. prior to placement of topsoil. the street. That same connection is to be no less than 18" nor more than 36" DATE OF IAST REVISION: 12/06 DATE OF%E;EN;SSION, 1206 N A e s s DATE OFS‘&AS'}E;‘EN",I;SSION_ 1206 N o s e s SCALE: NTS NP i s v
. . . L. . . above finished grade. Fire hydrants located in parking areas shall be protected by ' ~ - ‘ : DATE OF LAST REVISION: 12/06
. . . . 6. Compaction of fills will be as required to reduce slipping, erosion, or excess saturation. barriers that will prevent physical damage by vehicles. (NFPA 1141 3-3.6, 3-6.6). . VY YWYV WY
19. The design professional whose seal appears hereon certifies the following: (1) NOTE: STRUCTURAL DESIGN/DRAWINGS FOR THE VAULT SHALL BE PROVIDED BY THE
the National Wetlands Inventory Map has been consulted; (2) the appropriate 7. Frozen mixtures of soft, mucky, or easily compressible materials are not to be incorporated 10. A Georgia Certificate of Competency holder for automatic fire sprinkler systems CONTRACTOR (OR ITS PRECAST SUPPLIER). ALL STRUCTURAL DESIGNS MUST BE PREPARED
plan sheet in fills intended to support buildings, parking lots, roads, structures, sewers, or conduits. will be responsible for the design and installation of the underground supply piping, N BY A GEORGIA LICENSED ENGINEER. AND 'i'HEY MUST BE SUBMITTED TO THE JCWSA FOR
X DOES _ DOES NOT starting at the point where the piping is solely dedicated to fire protection (HB TN N A~~~ 7N APPROVAL PRIOR TO CONSTRUCTIOi‘l
3 8. All disturbed areas shall be left with a neat and finished appearance and stabilized with the 1491). A T~ A '
indicate wetlands as shown on the map; and (3) if wetlands are indicated appropriate permanent protective cover. . . A . OUTLET STRUCTURE ———
the land—owner or developer has been advised that land disturbance of ) . 1. Any t°th°t'f w°:lkh.°:s9°'°t‘:d ::jth wa;ef d;it"b“tm:d.a"d ﬁ'te P’°t¢?°.t'°'t‘h3y3temt " ( NOTE: FOR PROFILE OF PIPE LL 21, SEE SHEET 11
protected wetlands shall not occur unless the appropriate Section 404 Permit 9. Al proposed grades shown are finished grades, unless otherwise noted. gonstruction Which Is not addressed in the preceding notes and in the construction > PERFORATED 48" CMP \
Lett fp s . has b btained drawings shall be governed by CSI's SPECTEXT Section 02660 as appropriate. HALF—ROUND W/TRASH RACK
or Letter of Fermission has been obtained. 10.  If required by owner, soil cement shall be provided for the building pad, at areas to be el ey LOW PONT N GUT #4300
determined. Soil cemep f per sq. yd., to a 12. Al water facilities shall be installed by a licensed utility contractor in the State of > BRI
PARK//\/G TA B U L A 7_/ O /\/ depth of 6 inchPortland cement™shall be tilled into the top 6-8" of onsite suitable fill, Georgia. DD
afhd fine graded as required 13. Contractor shall install . LOCKED COVER
. ype—C silt fence completely around each meter box for
Building Square Footage: proteqtion of meter and box during construction phase until final vegetation is CPV ORIFICE
e~ 2008 55 EROSION AND SEDIMENT CONTROL el ( wrmrme ST S .
Warehouse — 772,474 sq. ft. 1 See ” . - . . N . ‘ ‘
. ee "Erosion Control Notes and Details” sheets for Erosion and Sediment Control notes. 14. All water construction is to be inspected and tested as per J.C.W.S.A. Standards . 21 SLoPE "' WQV ORIFICE 1o0-1% P0G 100-YR_PONDING
TOTAL - 800,772 sq. ft. prior to final acceptance by J.C.W.S.A. ] NOTE: MAXIMUM TRASH RACK OPENING TO BE 2", \\ il 2 £ B58D
HEATED AND INSULATED ENCLOSURE .
. 2, Construction exit pads shall be installed by the Contractor at each construction . . o . L , (HOT BOX HB-2T OR EQUAL, VERIFY OUTLET STRUCTURE LL-2: 72" CMP
Parking Spaces: access point 15. Two copies of "As—Builts™ plans shall be submitted to the authority immediately EXACT MODEL PER LINE SIZE) TRASH RACK /HALF—ROUND o B 8% 8 ~No wremeRm
(@) Car/Van Parking Spaces: ’ following construction. The plans shall be submitted in hard copy and digital NOT TO SCALE [ 1 VRS ) CoT T TR
* Minimum Total Parking .Required' 3. Erosion and sediment control measures shall be maintained at all times. format. ADEQUATE DRAN . L/ s v v /]
Minimum . Additional erosion and sediment control measures shall be installed if deemed : - . BASIN BOTTOM 6" PVC PIP! 1008 oy ELEV, 83852, — e e
Office - (1 space/ 300 sq. ft.) 95 spaces and. ° 16. The JC.W.S.A. shall be notified at a minimum 48 hours (Monday through Friday) ]
Warehouse — (1 space/3,000 sg. 'ft.)' 258 spaces necessary by on—site inspection. E;Ii(:;i ntg ;zrtr;:?iﬁ::mg any work, testing, and prior to making any connections to e / J FYG W END GAP
‘ - . 9" ¢ WQV ORIFICE
Totl 353 spaces 4.  Sheets 3-8 together constitute the Erosion, Sedimentation and Pollution OF DEVICE MN. NOTES (10 APPLY 10 ALY a (TH“;H'%ZQ‘E ,,,,,,,,,, AT POOL L. 55227
* Maximum Total Parking Permitted: Control Plan (ESPCP) required for compliance with the NPDES General Permit 17. All water mains shall have a minimum cover of 4’ above the top of pipe, except TSS12" L 67 STONE UNDER BOX 1 e Wi ORTAR GR WETALL ) NSGEeTABLE O A EASE BV enee SCHEDULE 40 DRILLED ON G4P)
for Construction Activities. The owner and/or contractor shall be responsible when necessary to avoid conflict with other utilities or other water mains, where a 2) 22 oneae 8 recurED SURECT 1o REWEN A APPROVAL e R
Office ~ — (1 space/ 250 sq. ft.) 114 spaces for filing Notice of Intent, recording rainfall and performing sampling as minimum of 26" will be permitted. s) pee sz s o oo P i 7 oup
Warehouse — (1 space/1,500 sq. ) 215 spaces required, ensuring compliénce with the ESPCP, performing and documenting weekly ConSTONT FoR EAc B0 o UL S S wen R h T
Total 629 spaces and os,t—storm inspections. undating the ESI'DCP etc.. in compliance with the 18. All service connections shall be proposed with a meter and backflow preventer. ASSEMELY. ) BOTION NEEDS T0 BE RELEASED
re uil'?ements of thepGeneraI' Pgrmit 9 ’ ° p Backflow prevention device manufacturer shall be Febco or Watts. Meters shall be m&‘_’.ﬁm : f W /{y
Standard parking provided: 588 spaces q ' fumished and installed by J.C.W.S.A. ) gRe x CONGRETE WALL/OUTLET STRUCTURE
Accessible parking provided: 10 spaces
Va,,_access‘;b.e p%ﬂ':ing provided: 2 s':)aces 5. Thce‘ esggpe ?f setzimlent from the Zite shtgll be grevctented by the insttall%:or} 0:1 erosion ﬁ"%ﬂﬁ?ﬂm' .
Total parking provided: 600 spaces g; tufl:i r:;nzrl ti;%r;sr.o measures and practices prior to, or concurrent with, lan ) seHEmuLE 40 soup P
* Accessible parking required: 12 spaces
6. Erosion control measures will be maintained at dall times. If full implementation of the Y, Y / R ) ﬁ%ﬁﬁéﬁg LRl scHDuLE 40
, . approved plan does not provide for effective erosion control, additional erosion and 9. See the Private underground fire service main notes™ on sheet F—1.0 PLUG TRASH SOREEN (AERIAL VIEW) 2% gie
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SIGHT DISTANCE CERTI FICATION 7. Any disturbed area left exposed for a period greater than 14 days shall be stabilized 20. See sheet F-1.0 of the building plans for the design basis water supply TS 7S 1 EZE: FRFED e R i ¢ PR
\, THE UNDERSIGNED, HEREBY CERTIFY THAT THE PROPOSED DRIVEWAYS FOR JEFFERSON DISTRBUTION CENTER PROJECT with mulch or temporary seeding. dotg c e drs . I W T
CARRIER ARE DESIGNED WITH ADEQUATE SIGHT DISTANCE. THE REGULATED SPEED LIMIT OF LOGISTICS CENTER PARKWAY . . . . JCWSA STANDARD DETAIL C-18 JACKSON COUNTY OUTIET STRUCTURE P o =
(LCP) AND RACO PARKWAY (RP) IS 30 MPH. THE MINIMUM SIGHT DISTANCE REQUIRED FOR THE DRIVEWAYS ALONG LCP IS 8.  All work shall be performed in accordance with the provisions set forth in the NPDE RPZ BACKFLOW PREVENTER WATER & SEWERAG ORIFICE SHALL BE ——— T S roww | LA
335, AND FOR THE DRIVEWAY ALONG RP IS 350° (LEFT) AND 375 (RIGHT). THE SIGHT DISTANCES PROVIDED FOR THE General Permit and the Manual for Erosion and Sediment Control in Georgia. SCALE: NTS A A A A A o AT SRUSTRE - VR LBV =900
DRIVEWAYS ALONG LCP EXCEED 335, AND FOR THE DRIVEWAY ALONG RP EXCEEDS 3507 (LEFT) AND 3275' (RIGH)T). ol DATE OF LAST REVISION: 1206 EErRpED 1o M —y
DISTANCE IS MEASURED PARALLEL TO THE ROADWAY, FROM 10° FROM THE EDGE OF THE TRAVEL WAY (FOR LCP) AND 15’ R,
FROM THE EDGE OF THE TRAVEL WAY (FOR RP), AT A HEIGHT OF 3.5’ ABOVE THE SURFACE OF THE ROADWAY, TO AN STOR M D R A/ N A GE \\\\)//\\\///\ > SO . . N o CONCRETE WALL/OUTLET STRUCTURE
OBJECT ON THE CENTERLINE OF THE ROAD 2.0° ABOVE THE SURFACE OF THE ROADWAY. 1. All storm drainage pipe shall be laid on smooth, continuous grades with no S\//>\/ UNDISTLRBED U ' ' WATER QUALITY e
visible bends at the joints. All trenching, pipe laying and backfilling shall \)//\\\) @ (MPicA) M \ER quaTy (W
E:gti:l‘a tcijgsgrdonce with Federal 0.S.H.A. regulations and City of Jefferson \\\\\//E\? i " JL«JL o REBAgS I [F.NALGMDE /—mfégmgaaox o PUC PIPE AT THE BOTTON OF OUTLET STRUCTURE (amer sy -2
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2. Construction of storm drainage structures shall be in accordance with the details (PR HRUST prosx <\\ ‘/\\/{/\\///\“‘_h} H S ///\E//\\ h
included in the construction drawings and related Georgia D.0.T. and/or City of 90" BEND ' THRUST BLOCK TRENCH WAL \,x,\ //\\//\\/ \\//\\/»}(\\ Nt o, o
Jefferson specifications. UGG < (e e NS A loweD I Pl TRENGH WALLS BEYOND /gl/\\ rTe couercren ' > QUILET STRUCTURE LL-2
Aluminized steel Type 2 storm drainage pipe shall be installed in accordance with DY, \://_,\24/\2/4}_/&\4 \\/‘f NOY-EPOXY. REBAR 1S, USED. T HORIZONTAL PIPE AYSS CENTERLINE PIPE AXS @ (STRUGTURL DESGN T0 B PERFORMED BY OTHERS)
ASTM A798 and A79. o ;[ TR R v 7 58 | TRt
HDPE storm drainage pipe shall be installed in accordance with ASTM D2321. o AN R i m'édnlhm NOTE: PROVIDE STEPS TO ACCESS INSIDE OF OUTLET STRUCTURE.
! . - . oo R, ' CONCRETE before you dig.
Any other work associated with storm draindge construction which is not addressed 0% /\\/<, THRUST BLOCK - o e CALL 11 BEFORE ANY EXCAVATION WORK BECIS OR ANY WORK BEGINS WWW
8-14-13 in the preceding notes and in the construction drawings shall be governed by /Q\//\\/ : i AND PLUG n WITHIN TEN FT.(10') OF OVERHEAD POWER LINES OF 750 VOLTS OR MORE.
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SANITARY SEWER NE
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A. REZONING CASE NO. R—07-J12 WAS APPROVED ON 7/16/07 TO ANNEX AND REZONE THE EASTERN 1. All SOnltOry sewer line COnS-trUCtlon shall be in Occordanc.e W|t.h the JUCkSOf:l COUnty T s _ £& \//\\\\ ‘ D ISSUE NO. 3 8/12 13 ADDRESS ADDITIONAL C OMMEN
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1. ROAD IMPROVEMENTS. THE APPLICANT SHALL MEET ALL GA DOT REQU'REMENTS INVOLVING DOT RIGHT 2. All sqmtqry sewer easements are property of the J.C.W.S.A. unless otherwise noted. A 50 |.50 |.50 [.75 |75 |4.0 |4.0 |50 [8.0 |80 12X R * TRENCH BOTTOM CONCRETE BLOCK FILLED WITH CONCRETE
OF WAY BEFORE A CERTIFICATE OF OCCUPANY IS ISSUED FOR ANY DEVELOPMENT ON THE SITE. THE 3. All water and sewer facilities shall be installed by a licensed utility contractor in the 8 |7 |75 |75 [10 10 [60 [60 [60 |60 [a0 | AVSA S E—— TEMPORARY SUPPORT. AS REGUIRED CONSTRUCTION NOTES AND DETAILS
APPLICANT MUST ALSO COMPLETE A TRAFFIC SIGNAL WARRANT ANALYSIS CONSIDERING THE FULL " State of Georgia y y oI5 15 hs 115 Tis 1oo Too 1rs hao o i: UNDISTURBED EARTH, TYP. SECTION PREPARED BY : For
IMPACTS OF THE PROPOSED DEVELOPMENT FOR THE INTERSECTION OF SR 82 AND -85 AND AGREE TO ' - '75 '75 1'25 '5 '5 '0 : 7'5 16'0 16'0 s = '
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FUND ANY SIGNALIZATION IMPROVEMENTS REQUIRED BY GA DOT. 4‘ O’Apap';'kolzi?n.artaepls ?ggvi::rélg]esoggg\?: OB“ur;eOdtefl?:eesr Llne Sha" be InStaIIed H 1. PRIOR TO DIGGING THE UTILITIES PROTECTION CENTER INC. SHALL BE NOTIFIED BY CALLING 811 JEFFER SON DISTRIBU TION CEN TER:
: NOTES 2. TEMPORARILY SUPPORT TAPPING SLEEVE AND VALVE PRIOR TO HYDROSTATIC TESTING AND UPON ACCEPTANCE OF TEST
THE FIRST PART OF THE CONDITION HAS BEEN SATISFIED, AS THE S.R. 82 IMPROVEMENT PLANS WERE 5. Al water and sewer construction is inspected and tested as per J.C.W.S.A. Standards T THEN CONRETE Y 87 ST =0 25 snomm HOMEGOODS DISTRIBUTION CENTER
APPROVED /PERMITTED BY GDOT, AND THE IMPROVEMENTS SHOWN THEREON (INCLUDING THE ENTRANCE prior to final acceptance by J.CW.S.A. P P " DISTURBED, EXCAVATE ALL LOGSE MATERIAL AND EXTEND THRUST BLOCK T0 UNDISTURBED MATERIAL. S REFERTOTYPICAL HORZONTAL THRUST BLOCK DRAWNG FOR ADDITONAL DETALS
TO THIS PROJECT SITE) WERE SUBSEQUENTLY CONSTRUCTED AND ACCEPTED /DEDICATED. 6. Record Drawings for this project must be submitted and approved prior to 2. N THE CASE OF FIRE HYDRANTS, WOOD SHEETING AND COMPACTED ROCK BACKING MAY BE OMITTED . RETERTOTYPICAL VALVE BOXINSTALLATION DRAVING FOR ADBITIONAL DETALS DESIGNED: TDK TOTAL PROJECT AREA = 104.666 AC. 13
* : DESIGN CRITERIA:
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THE SECOND PART OF THE CONDITION HAS ALSO BEEN SATISFIED. [SEE TRAFFIC SIGNAL WARRANT final acceptance by J.C.W.S.A B TEE D S ST, RRUST BL00K FULL LENGTH.  PUT WO0D BLOGNG W FRONT OF PLUG TR R AT AT TeeTTRes e oo : DISTURBED AREA = 834 AC. OF
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