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Healthcare
Building Design and Construction
The project is using IP units.
The project is using SI units.
All Projects
Describe how mercury-containing products will be handled in the project's recycling collection system. Include types of mercury-containing products and devices to be collected, criteria governing how these products are to be handled, and disposal methods for captured mercury. Refer to the credit requirements for information on which products and devices are required to be included in the recycling collection system.
The following requirements have been met for the project:
·  The project does not include any preheat, T-9, T-10 or T-12 fluorescents or mercury vapor type high intensity discharge (HID) lamps.         
·  In interior spaces, the project does not include any probe start halide HID lamps.         
·  All illuminated exit signs use light-emitting diode (LED) or light-emitting capacitor (LEC) lamps, and use less than 5 W of electricity.         
For projects that have selected mercury- containing lamps as part of their recycling program, documentation provided here suffices for MRp Storage and Collection of Recyclables.
Upload: PBT Source Reduction Calculator
Provide the completed PBT Source Reduction Calculator (found under the prerequisite's "Resources" tab in the Credit Library) OR a lighting schedule including fluorescent and high pressure sodium lamp types and mercury criteria and content for each lamp. If attempting MR Credit PBT Source Reduction - Mercury, include start ballast type and rated hours per lamp.
For projects with integral ballast compact fluorescent lamps
All integral ballast compact fluorescent lamps are ENERGY STAR qualified.
All installed amalgam separation devices meet or exceed standard ISO-11143.
For projects that deliver dental care
Upload: Inventory and phase-out plan
Provide an inventory and phase-out plan for existing mercury-containing equipment and lamps.
For projects reusing existing mercury-containing equipment and lamps
For projects pursuing MR Credit PBT Source Reduction - Mercury
The project does not include any circular fluorescent lamps.
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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