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Option 1. Nonroof and roof
Option 2. Parking under cover (1 point)
Select one or more of the following:
For exemplary performance, pursue both options.
Option 1. Nonroof and Roof
Nonroof Measures
Complete the table below for all nonroof materials contributing to lowering the heat island effect on the project. If one or more strategies were not used, enter "0" for these rows. 
Table: Contributing nonroof measures
SR 1
Initial or 3-Yr Aged Value
Material Description
Architectural shading structure or device 
Paving material
 Notes:
1 Materials must have a 3-year aged SR value of at least 0.28 or an initial SR value of at least 0.33 in order to count toward total standard area of qualifying nonroof measures. Materials with a lower SR will contribute to weighted area.

High-Reflectance Roof
Table: Contributing high-reflectance roof 
Complete the table below for all high-reflectance roof materials used on the project, as applicable. 
Roof Slope
Initial or 3-Yr Aged Value
SRI 1
Material Description
Notes: 1  Low-sloped roof must have a 3-year aged SRI value of at least 64 or an initial SRI value of at least 82 in order to count toward total standard area of qualifying high-reflectance roof. Steep-sloped roof must have a 3-year aged SRI value of at least 32 or an initial SRI value of at least 39 in order to count. Materials with a lower SRI will contribute to weighted area. 
Vegetated Roof
Table: Summary of nonroof and roof 
Contributing nonroof measures 
Contributing high-reflectance roof 
Vegetated roof
Summary of Heat Island Reduction Measures
Upload: Manufacturer documentation
Provide manufacturer documentation of SRI, SR, and paving permeability, as applicable to the project. (Optional) 
Upload: Site plan
Provide a site plan, other drawings, or photos that show the materials used on the site.
Option 2. Parking Under Cover
Table: Parking
Complete the table below for all shaded parking on the project. If one or more strategies were not used, enter "0" for these rows.
Initial or 3-Yr Aged Value
SRI 1
Material Description
Number of Parking Spaces
Spaces covered by high-reflectance roof
Spaces covered by energy generation systems
Spaces covered by vegetated roof
Spaces underground, under a building or deck
Total number of qualifying parking spaces
Total number of parking spaces
Percentage of compliant parking spaces (%) 2
Notes:
1  High-reflectance roof must have a 3-year aged SRI value of at least 32 or an initial SRI value of at least 39.
2  Percentage of compliant parking spaces must be at least 75% for 1 point.
Upload: Manufacturer documentation
Provide manufacturer documentation of SRI, SR, and paving permeability, as applicable to the project. (Optional) 
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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