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The project is using IP units.
The project is using SI units.
All Projects
Upload: Daylight and Quality Views Calculator
Provide the completed Daylight and Quality Views Calculator (found under the credit's "Resources" tab in the Credit Library).
Quality Views Summary
Percentage of regularly occupied area with access to views (%)
Must be at least 75% for 1 point and 90% for exemplary performance. 
Provide the following value from the Summary tab of the Daylight and Quality Views Calculator:
Office Portions of the Building
Percentage of regularly occupied area in office portions of the building with access to views (%)
Bulk Storage, Sorting, and Distribution Portions of the Building
Percentage of regularly occupied area in bulk storage, sorting, and distribution portions of the building with access to views (%)
Must be at least 75% for 1 point and 90% for exemplary performance. 
Must be at least 25% for 1 point and 90% for exemplary performance. 
Provide the following value from the Summary tab of the Daylight and Quality Views Calculator:
Provide the following value from the Summary tab of the Daylight and Quality Views Calculator:
Inpatient Floors
Percentage of regularly occupied area on inpatient floors with access to views (%)
Provide the following value from the Summary tab of the Daylight and Quality Views Calculator:
Must be at least 75% for 1 point and 90% for exemplary performance. 
Percentage of regularly occupied area within perimeter on non-inpatient floors with access to views (%)
Non-Inpatient Floors
Must be at least 75% for 1 point and 90% AND exceed the perimeter area requriements by 10% or more for exemplary performance. 
Provide the following value from the Summary tab of the Daylight and Quality Views Calculator:
Each floor must meet the perimeter area requirements individually.
For projects with multiple lines of sight to vision glazing
Upload: Multiple lines of sight documentation
Provide plan view drawings, photographs, or other documentation showing the line of sight from interior spaces through exterior windows. Demonstrate that sight lines are at least 90 degrees apart. 
Upload: Multiple lines of sight sections
Provide sections or interior elevations with glazing elements and sight lines demonstrating that sight lines do not encounter permanent interior obstructions. 
If multiple view types can be shown on one drawing, provide one drawing, clearly labeled.
Upload: Two features documentation
Provide plan view drawings, photographs, or other documentation showing the line of sight from interior spaces through exterior windows. Highlight at least two features for each view. 
Upload: Two features sections
Provide sections or interior elevations with glazing elements and sight lines. Documentation must demonstrate that sight lines do not encounter permanent interior obstructions and must address view feature differences with elevation.
For projects with views that include at least two features
Upload: Unobstructed views documentation
Provide plan view drawings, photographs, or other documentation showing the regularly occupied floor area within three times the head height.  
Upload: Unobstructed views sections
Provide sections or interior elevations with glazing elements and sight lines demonstrating that sight lines do not encounter permanent interior obstructions. 
For projects with unobstructed views
Upload: View factor documentation
Provide plan view drawings, photographs, or other documentation showing the regularly occupied floor area with a view factor of three or greater. 
Upload: View factor sections
Provide sections or interior elevations with glazing elements, sight lines, and view factor (primary view or break view) or similar documentation for the regularly occupied area with a view factor of three or greater. 
For projects with views with a view factor of three or greater
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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