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Healthcare
Commercial Interiors
Retail - Commercial Interiors
Hospitality - Commercial Interiors
Interior Design and Construction
Building Design and Construction
The project is using IP units.
The project is using SI units.
Thermal Comfort Design
Option 1. ASHRAE Standard 55-2010 (1 point)
Option 2. ISO and CEN standards (1 point)
Select one of the following:
Complete the following sections for all
 
Complete Option 1 or Option 2 for the office portions of the building. See below for thermal comfort criteria for bulk storage, sorting, and distribution areas.
The project has spaces that comply with ASHRAE Standard 55-2010, Section 5.2 Method for Determining Acceptable Thermal Conditions in Occupied Spaces. 
The project has spaces that comply with ASHRAE Standard 55-2010, Section 5.3 Optional Method for Determining Acceptable Thermal Conditions in Naturally Conditioned Spaces. 
Select one or more of the following:
Option 1. ASHRAE Standard 55-2010
Upload: ASHRAE 55-2010 documentation
Provide supporting documentation verifying that the thermally conditioned spaces meet ASHRAE Standard 55-2010 for 80% acceptability. Documentation may include a psychometric chart, PMV/PPD calculations, ASHRAE Thermal Comfort Tool results, a copy of ASHRAE 55-2010 Figure 5.2.4.1, Figure 5.2.4.3, and/or Figure 5.2.4.4, or predicted worst case (both heating and cooling) indoor conditions for each month on a copy of ASHRAE 55-2010 Figure 5.3.
The documentation must include all space types and all design parameters. If using Section 5.3 of the standard, also include confirmation that the method is appropriate. For natatoriums, demonstrate compliance with ASHRAE HVAC Applications Handbook, 2011 Edition.
The project has spaces that comply with ISO 7730: 2005, Ergonomics of the Thermal Environment.
The project has spaces that comply with CEN Standard EN 15251: 2007, Indoor Environmental Input Parameters for Design and Assessment of Energy Performance of Buildings, Section A.2
Select one or more of the following:
Option 2. ISO and CEN Standards
Upload: ISO/CEN documentation 
Provide supporting documentation verifying that the thermally conditioned spaces meet ISO 7730 and/or CEN Standard EN 15251, as applicable. For ISO 7730, documentation may include calculations based on Section 4.1 and Section 6 or Annex H, computer program results based on Annex D, tables based on Annex E, and/or a copy of Figures 2, 3, 4, A.1, A.2 of the standard. For CEN Standard EN 15251, documentation may include worst case indoor conditions for each month on Figure A1 of the standard. 
The documentation must include all space types and all design parameters. If using CEN Standard EN 15251, also include confirmation that the method in section A.2 is appropriate. 
For projects with bulk storage, sorting, and distribution areas
Describe the thermal comfort strategies implemented in the regularly occupied areas of the building's bulk storage, sorting, and distribution areas.  
All regularly occupied areas in the building's bulk storage, sorting, and distribution areas must be included. For the office portions of the building, complete Option 1 or Option 2 above. 
Thermal Comfort Control
Complete the following section for all occupied spaces. 
Complete the following section for office and administrative areas. 
For projects with individual occupant spaces
Complete the following section for all occupied spaces. Exclude guest rooms. 
Table: Individual occupant spaces
Complete the table below for all individual occupant spaces with individual controls. Spaces with identical occupancy types and thermal controls may be grouped together for efficiency.
Individual Occupant Space Type
(e.g., private offices)
Number of 
Spaces 
with Individual 
Controls
Thermal Control Type
Percentage of individual occupant spaces with controls (%)
Total number of individual occupant spaces with controls
Total number of individual occupant spaces 
Exclude patient rooms from the total number of individual occupant spaces.
At least 50% of individual occupant spaces must have controls.
Describe the individual thermal comfort controls provided in each patient room. 
For projects with patient rooms
All patient rooms must have individual thermal comfort controls. For other individual occupant spaces, complete the table above. 
For projects with shared multioccupant spaces
Complete the following section for all occupied spaces. 
Complete the following section for all occupied spaces. Exclude guest rooms. 
Complete the following section for office and administrative areas. 
Table: Shared multioccupant spaces
Complete the table below for all shared multioccupant spaces. Spaces with identical occupancy types and thermal controls may be grouped together for efficiency.
Shared Multioccupant Space Type
(e.g., conference rooms)
Number of 
Spaces with Controls
Thermal Control Type
Percentage of shared multioccupant spaces with controls (%)
Total number of shared multioccupant spaces with controls
100% of shared multioccupant spaces must have controls.
Total number of shared multioccupant spaces
Special Circumstances
Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon its merits. (Optional)
Upload: Special circumstances
Provide any additional documentation that supports the claim to special circumstances. (Optional)
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